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High Speed Terry
Knitting Machine

毛巾針織機

廣笠機械工業有限公司

GOANG LIH



The material of Terry Knitting Machine is synthetic fibers matched with cotton yarn or T/C yarn. The smooth and soft cloths are best materials especially for warm-keeping garment. 

This machine can knit terry fabric and velour etc., which can be applied on lady’s dress, sportswear and pajamas etc. 

DESCRIPTION FOR 
OUR MACHINE

FABRIC FEATURES AND TYPE

GLT/2F( 1 TRACT/2 TRACT)

Specification List

CYLINDER DIA

GAUGE
R.P.M

FEEDERS
MOTOR(HP)

9G-24G
18-25

52F/92F
5HP-7.5HP

26”-36”



Positive Feeder SystemUsing the positive feeder system, you can get a smoother fabric which can increase productivity.

A.Cams and Cam boxes

B.Yarn drive system

TAIWAN(standard)
MEMMINGER MPF (optional)

Creel SystemSide creel with reserve cone holder can be chosen according to the customers require-ment:

Dusting FanTo avoid breakdowns of Auto-Stop Device or cotton mass wedged in normal fabric caused by flocks of mass accumulation. We use 3 fans on the top section and 2 fans or air compressor to move flocks to the middle section.

Tube creel
Aluminous tube creel

In view of high speed running of this machine, the Auto Lubrication Device is used to lubricate sinker, needle and cam completely. This also decreases friction forces, which extends durability of the needle and keeps the operation smooth. 

C.Automatic Lubrication System

The main driving device is powered by an AC motor with an inverter. It can be set at various functions and protection measures from the read digits in advance. This leads to a smoother staring of the motor and pro-vides a stable operation. 

D.Transmission System

This rolling machine adopts changing speed in multiple sections, with dense and even speed, it can roll up fabric in an orderly and solid manner. To match the yardage counter, the machine will stop automatically when the fabrics reach a pre-set length.

E.Cloth Rolling System

Electronic-TAIWAN
AIR‒TAIWAN
UNIWAVE ‒ MEMMINGER U.S.A (optional)

MITSUBISHI Inverter - JAPAN
FUJI Inverter ‒ JAPAN  (optional)

S.D.II Super Density Fabric Rolling Machine
For spandex fabric, can choose : S.D.II Super 
Density Fabric Folding & Rolling Machine (optional) 

Control panel uses push buttons that are structurally reliable, easy to change and durable even with prolonged use. It includes 3-shift pre-set counter and R.P.M. meter. 
All indicating lamps are centralized so any abnormal issues can be discovered easily. High speed, low speed, stop and no motion push buttons are located on the three-frame pad. 

F.Operation System

Cam is made of a high-quality material which was processed through a professional machine. As its high precision, the cam can be used on all machines of the same type, with 100% interchangeability. 
All the machines have 4-Track cam boxes and 1-Track cams. You can buy another cam for terry machines to make 2-Tracks fabric in the future.

Lycra Feeder(optional)
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STANDARD EQUIPMENT AND FEATURES
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2800KG
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220CM

220CM
220CM

220CM

HIGH

190CM

198CM
194CM

217CM

WIDTH

224CM

224CM
224CM

240CM

LENGTH

22”- 26”

34”
28”- 32”

40”
2650KG2450KG220CM204CM228CM36”

M/C SIZE

Wooden Case Size


